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1. OBJECT

To compare the characteristics of Unichrome CF~500 ("crack-free" chrom-
jum) to conventional electrodeposits by: comparing the corrosion and
wear resistance of deposits produced by each process; determining what
effect each deposit has on the fatigue strength and embrittlement
behavior of high strength steel; and observing the stress condition and
deposit cracking in electrodeposits produced by each process.

2. CONCLUSIONS

The corrosion and wear resistance characteristics of Unichrome CF-

500 electrodeposits, when used as a protective coating for steel, are
superior to conventional chromium electrodeposits. The conventional
chromium electroplating process, however, produces deposits which
result in longer fatigue life when applied to high-strength steel,
induce less hydrogen embrittlement, facilitate better post-plate
embrittlement relief, and contain less tensile stress., Electro-
deposits from the Unichrome CF-500 electrolyte were not entirely crack-
free, but there was a significant reduction in the number of cracks as
compared to those observed in the conventional chromium electrodeposit.

3. PROGEDURE AND RESULTS
3.1 Electroplating Processes

The electroplating of chromium was performed in laboratory plating
baths of 36 gallon capacity according to the procedures outlined
in the appendix.

3.2 Corrosion Protection

Steel test specimens (normally used for bend tests) 1/4 inch in
diameter by 4 inches in length were electroplated by each process
to thicknesses of 0.25, 0.50, 0.75 and 1.0 mil (4 specimens for
each thickness) and subjected to a 240 hour salt spray test as
prescribed in Method 811.1 (20 per cent NaCl) of Federal Test
Method Stardard No. 151a. The results of these tests, as shown
in Figure 1, proved that Unichrome CF~500 chromium electrodeposits
are superior for the corrosion protection of steel.

3.3 Wear Resistance

Four beryllium copper panels 0.0,0 by 4 by 4 inches were electro-
plated to a thickness of approximately 0.15 mil be each process.
The panels were weighed subjected to 500 revolutions on a Taber
Abraser using a ‘1000 gram load and 17-G wheels, and reweighed to
determine weight loss of each panel. New abrasive wheels were
used for each series of tests. The results of these tests, given
in Table I, indicated an average weight loss of 661 milligrams

l......................-----------;-------------------------‘
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for Unichrome CF-500 deposits and 1039 milligrams for the con-
ventional chromium electrodeposits.

3.4 Fatigue Strensth

3.4.1 Fatipgue test specimens, machined to the configuration indi-
cated in Fipure 2, were shot peened in accordance with
Specification MIL-S-13165A, electroplated by each process
to thicknesses of 0.25, 0.50, and 1.0 mil, and subjected
to high-speed alternating stresses on an R. R. Moore
fatigue testine machine until failure. The material used
for the fatipgue test specimens, which was procured from
the Earle M. Jorgensen Company, was certified as follows:

Rescription and Specifications Size

E-434,0 CF  ANN AQ |

MIL-S-5000A COND C-4 1/2 inch RD
Chemical Analvsis

Heat No, M311 C Mn P S __Si _Ni Cr Mo G/8

13232 B&L .39 .74 .016 .011 .25 1.77 .8l .27 Fine

3¢4¢2 In the testing machine the specimens functioned as a simple
beam symmetrically loaded at two points. As the beam was
rotated the stresses originally above the neutral axis of
the specimen were first reversed from compression to ten=-

- sion and, upon completion of one revolution, were again |
reversed. During one complete revolution the specimen
passed through a complete cycle of flexual stresses.
Stress levels of 95,000, 100,000, and 105,000 psi were
used in testing each type of deposit at each thickness
range. The results of these tests, given in Figures 3, 4,
and 5 indicate a slight loss in fatigue strensth when
Unichrome CF-500 electrodeposits are used.

3 5 Embrittlement Characteristicg

Steel bend test specimens 1/L inch in diameter by 4 inches in length
were electroplated by each process to thicknesses of 0.25, 0.50,

0.75 and 1.0 mil (4 specimens for each thickness and for each
process) and bent to fracture on a Northrop bend test apparatus.

One half of the specimens in each group were baked at 375 F + 25

for 3 hours immediately after plating,and before bending,for

relief of hydrogen embrittlement. The rest of the specimens were
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3.6

3.7

bent to fracture immediately after electroplating without benefit
of relief treatment. The comparison of fracture angle, given in
Figure 6 (each bar is the average 4 specimena),indicates that

the Unichrome CF=500 process exhibits more embrittlement and,
further, the embrittlement induced is difficult to dispel by post-
plate baking.

sStress Condition of Deposits

A Brenner-Senderoff Spiral Contractometer (see Figure 7 and ref-
erence 5.4) an instrument recently developed for measurement of
stresses in electrodeposits, was used to compare the two processes
for total amount of tensile stress present in each deposit at a
given thickness. The results of stress measurements on each
deposit, presented in Figure 8, indicate that more tensile stress
is present in the Unichrome CF=500 electrodeposit than exists in
the conventional electrodeposit of the same thickness. It should
be noted that the stress which was determined at given thicknesses is
an average stress and not a suitable quantity for studying the
change of stress with thickness of deposit.

Deposit Cracking

Four bend test specimens were electroplated by each process to a
thickness of from 0.5 to 0.75 mil and one from each process was
examined metallographically to determine the extent of deposit
cracking. Cracks in the chromium electrodeposit can be seen in
the photo-micrographs in Figure 9. The picture on the right, in
which at least eight cracks are visible, is an electrodeposit
produced from a conventional process while the picture on the left,
showing but a single crack, is an electrodeposit produced from

the Unichrome CF-500 process. Thus, it was indicated the Unichrome
CF=500 process does significantly reduce the number of cracks but,
it should be noted, such deposits are not entirely crack-free.

4o DISCUSSION

Lel

The Unichrome CF-500 deposit offers better corrosion protection than
conventional chromium, ostensibly because there are fewer corrosion-
admitting cracks in the deposit. The absence of an extensive net-
work of cracks, in addition to facilitating better corrosion pro=-
tection, should make the Unichrome CF=500 deposit useful in
oxidation protection systems for molybdenum (at high temperature)
which depend on composite coatings of chromium and nickel. Past
failures of these composite coatings, in most cases, have been
attributed to cracks in the chromium deposit which allow the
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molybdenum to diffuse and form compounds (nickel molybdate) which
have a tendencv to spall.

| . 4«2 The Unichrome CF-500 deposit is surprisinely more wear resistant than
conventional deposits but care should be exercised in application

of such deposits for wear resistance because of the embrittlement
problem.

4«3 The Unichrome CF-500 process produces more hydrogen embrittlement
and does not respond to post-plate baking as well as conventional
processes. The theory that the hydrogen gas escapes through
cracks or grain boundaries is further substantiated by the fact
that less embrittlement is encountered with conventional chromium
deposits showing extensive crack patterns than with Unichrome
CF-500 deposits in which cracks are relatively few.

Lo, The presence of high residual tensile stresses during chromium
deposition from the conventional processes and the resultant
formation of cracks is also believed to cause a reduction in the

I. fatigue strength of the basis metal. The postulgtion upon which

. this work was justified was that perhaps the absence of cracks
in the so-called "crack-free" chromium deposit was due to less
residual tensile stresses being present, and the absence of such
stresses would greatly. enhance the fatigue strength of the basis
metal. The opposite proved to be the case. Using the spiral
contractometer it was found that the "crack-free'" deposits were
actually under very high tensile stress. The conventional
chromium deposits were under lower tensile stress, probably
because the deposit was stress relieved by deposit cracking.

Le5 It can be concluded that the absence of deposit crackins in the
Unichrome CF-500 deposit is due to the fact that such deposits
have greater tensile strength, probably because of lower oxide
inclusions, than the tensile stresses which build up in the
deposit: .
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TADLE X. WEIGIT LOJ3S IN TABER ABRASER TESTS

épecmen No. | First Weilsht () | Second Weisht ()| Weisht Loss (mg)
Uni.chrome CF=500
1 75,7060 75.6193 . 67 )
2 76,1600 76,0610 690
3 76.0575 759929 546
A 75.6636 75.6093 543
661 Ava.
Conventional Chromium
5 75.4760 75 . 3640 1120 )
é 75.7055 755945 1110
7 75.0813 T4 .9€30 9e3
8 75.3005 752064 4L
1039 Avz.
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'A Unichrome CF-500
O Conventional Chromium

Example
/ (See Appendix)
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! : ’ Thickness, mil

Figure 8. Residual Stress Curves for Unichrome CF-500 and
Conventional Chromium Deposits
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APPENDIX

SOLUTION COMPOSITION AND OPERATING CONDITIONS, PROCESSING
SEQUENCE, AND CALCULATIONS

l. Proprietary Products

Northwest Cleaner #470 - Alert Supply Company
Unichrome CF-500 -« Metal and Thermit Corporation

2. Solution Composition and Operating Conditions .

Electrocleaner

Northwest cleaner #470
Temperature

Current density

Volts (anodic)

Acid Dip

Hydrochloric acid
Temperature

Crack-Free Chromium Bath

Unichrome CF=500
Distilled water
Temperature
Current density
Agitation

Conventional Chromium Bath

Chromic acid
Sulfate
Distilled water
Temperature
Agltation
Current density

800 OZ/gal.
145 to 155 F
50 to 100 asf
6 to 8

10% by wedght
room

3605 OZ/galo
balance

148 to 152 F
288 to 432 asf
plant air

33.0 o2/gal.

0.33 oz/gal.
balance

110 to 120 F
plant air

100 to 200 ast
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3. Processing Seaquence

1. Shot peen per MIL-S-13165A

2. Electroclesn for 3 minutes

3. Rinse in cold water

4o Acid dip for 10 seconds

5. Cold water rinse (thoroushly)

6. Etch wvith reverse current (6 volts) for 30 seconds in the
regular plating bath

7. Chromium plate per Federal Specification QQ-C~320 in Unichrome
CF=500 or in a convention:zl chromiun plating bath to the desired
thickness

8. Cold water rinse

9. Hot water rinse

Notes Steps 4 and 6 were used in this work for the purpose of obtaining
better adhesion. Such practice is not advisable for production
processes, hovever, since there is a danger of introducing harme
ful contaminants (iion and chlorine) into the plating bath.

L4+ Calculations - Brenner-Senderoff Spiral Contractometer

L.l The formulas by which stress was determined in the electrodeposits are
based on those of Stoney vith modifications by Brenner to adapt them for
use with a helix instead of a strzaight strip. The symbols used are defined
as followss '

stress

Young's modulus of the basis metal strip
pitch of the strip

thickness of basis metal strip
thickness of chromium deposit

4(!-.)- change of curvature induced by the deposit

o
LI I BT B |

height of plated portion of helix

angular deflectlion of helix in radians
angular deflection of dial needle in degrees
outside diameter of helix

deflection constant of helix

=aooy
"R

The basic formula 1s:

5= B xa@) (1)
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The change of curvature caused by deposition of chromium is:
- DD
aAB - (2)

Substituting in equation (1) and rearranging terms, the formula
for calculating ctress using a helix beccmes:

- Et%p. o D
S Zaen X (3)

Young?s modulus of the helix may be calculated with the following
formula using the value of K obtained by calibrating the helix
against a 1 ounce welghtt

E = .2_19355.1.9159}.1. (4)
Pt

E is in 1b/in. when C, h, p, and t are in inches.
Substituting in equation (3) the working formula iss

2,16 x 104K D
g x -3 (5)

Example

In the stress measurement indicated in Figure 8, the following dimensions
of the helix were accurately measured:

W = deflection produced by leounce weight 188 dearees
C = outside diameter of helix 0.756 inches
t = thickness of basis metal strip 0.013 inches
p = pitch of the helix 0.756 inches
h = height of plated portion 4.500 inches
D= angular deflection of dial 372 degrees
K = deflection constant = TEW 3.32 x 10‘1*

D is converted to deflection of the helix in radians, Di

372°/10 = 37.2 degrees deflection of helix, since the gear ratio
was 10 to 1.

37.2 x 77 /180 = 0.649 radians = D

The thickness (0.0004 inch) of the chromium was ealculated fram the
weight gain of the helix using the following formulas
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g vhere d = thickness
d = =22 - g = weight of deposit
T x 1654 in groms .
G = dencity in grams/cc
A = area of deposit in in.
16.4 = conversion factor

The above values were used to determine the stress employing equation
(5) as follows:

. 2.16 x 104 D . 2.16 x 3.32 x 0,649 - 62.8x103 psi

St =Tamt - X T " Frx0.756 x 0.013 x 4 x 100




